
 N
otes:

 1. B
M

I Icopal reinforced bitum
en m

ineral capsheet.
 2. B

M
I Icopal reinforced bitum

en underlay.
 3. T

herm
azone insulation, as specification.

 4. B
M

I Icopal vapour control layer, as specification.
 5. Substrate, prepared in accordance w

ith current instructions.
 6. Therm

azone angle fillet, as specification.
 7. B

M
I Icopal V

apour control layer, at details; as specification.
 8. T

herm
azone Insulation, to upstand; as specification.

 9. B
M

I Icopal reinforced bitum
en underlay, at details.

10. B
M

I Icopal reinforced bitum
en m

ineral capsheet, at details.
11. D

rip trim
 flashing (indicative only).

12. C
ladding system

, by others (indicative only).
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©
 This draw

ing and the design therein is the
exclusive property of B

M
I G

roup U
K

 Lim
ited.

It should not be copied or reproduced
w

ithout consent and shall only be used in
reference to m

aterials or goods supplied by
them

.

This draw
ing has been prepared for general inform

ation purposes only. This details draw
ing is to recom

m
end the correct procedure for installing B

M
I products.

A
ll other building details are indicative and are not to be used for building construction. (D

o not scale- use figured dim
ensions only)
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C
onstruction N

otes

A
dditional N

otes 

i. The substrate is to be prepared in accordance
w

ith current instructions and should com
ply

w
ith all current standards. W

here a B
M

I Icopal
project specification has been provided these
draw

ings should be considered as part of the
project specification and together these take
precedence over other instructions. Please
consult B

M
I T

echnical D
epartm

ent for detailed
guidance or queries.

i. This draw
ing is intended to dem

onstrate the
recom

m
ended detailing of B

M
I Icopal

w
aterproofing m

em
branes and system

s.

ii. B
uilding details show

n are intended to be an
indication of typical construction only and m

ay
vary to actual site and project conditions. Please
refer to the principal designer for project details
in this regard.

i. For roofing product references please see B
M

I
Icopal specification w

here applicable.

ii. C
ontinuity of w

aterproof covering m
ust be

m
aintained for a m

inim
um

 vertical height of
150m

m
 above finished roof level, in accordance

w
ith the current version of B

S:6229, B
S:8217

and B
S:5250.

iii. U
pstands (for reinforced bitum

en) of m
ore

than 250m
m

 high should be regarded as vertical
w

ork, and it w
ill be necessary to m

echanically
fasten the m

em
brane at the top edge, in

accordance w
ith the current version of B

S8217.
U

pstands for single ply and liquid m
em

branes
m

ust be term
inated as per the B

M
I Icopal

instructions.

iv. B
M

I G
roup U

K
 Lim

ited provides this
indicative detail in good faith and takes no
responsibility for the sufficiency or otherw

ise of
the draw

ing.
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